
Options & Upgrades

V DUAL KIT - Dual Gate Interface Kit (One kit required for dual gate system)  *Requires Belden Cable 8102 
& Conduit Not Included)
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9 RED
10 BLACK
8 SHIELD
13 WHITE
6 BLACK

6 BLACK
13 RED
8 SHIELD
10 BLACK
9 WHITE

Note: RED & BLACK must be a twisted pair
WHITE & BLACK must be a twisted

pair

DUAL GATE CONFIGURATION OPTION

MASTER Interface Module

The Vmag VMDIK Dual Interface Kit consists of (2) interface modules and (2) internal cables. The factory installed cable 
connects the interface module to the PLC.
Both gates are connected using Beldon 8102 or equivalent to be supplied by the installer.
The cable should be run in buried conduit from controller to controller. This cable is a low capacitance communications cable
and should only be substituted (if necessary) with cable that has equivalent specifications.
The P1 Programmer will operate only the controller it is connected to.  Use FREE EXIT TB2 –9 & -10 to test dual operation.

SLAVE Interface Module

Master Interface shown

Using the programmer go to  
Set the master side to DUAL/MASTER & the slave side to DUAL/SLAVE with the programmer
If the auto close feature is required, the AUTO CLOSE timer must be ENABLED on both gates. 
The MASTER determines the close time.

          Jumpers Required
Factory Installed

11 14
12 15

Beldon 8102 Cable
(not included)

To Slave Gate

Drain (ground) wire 
must be connected


