SPECIFICATIONS

Operator

Listings:

VM 1420 & VM 1220 ETL UL325, UL991 and CAN/CSA C22.2#247

Required Electrical Supply

Volts:

Controller Enclosure

Listings:

Dimensions:

Material:

Reaction Fins

Material:
Weight.:
Length:

Height:

VM 1220 208-240 VAC 50/60 Hz, 1* or 3 phase, minimum 20 amps * /f used in conjunction with V UPS,
minimum 30 Amp Service required.
See V UPS specifications

VM 1420 440-480 VAC 50/60 Hz, 3 phase, minimum 30 amps (single phase not recommended)

UL 508 Types 3R, 4, and 12
CSA Type 3R, 4, and 12
Complies with: NEMA Type 3R, IEC 60529, IP66

30"Wx24"Hx 12" D

14 gauge steel, ANSI-61 gray powder coat inside and outside

(Optional 316 marine grade stainless steel)

6061-T6 Aluminum
37.55Ibs. ea. (approx. 5.3 Ibs. per foot)
6.83 ft. (82”) Overall

9.78”

Motor Housings / Assembly

Motors

Material: 6061-T6 Aluminum

Weight: Motor assembly 130 Ibs

Length: 37’

Height: 10”

Width: 71

Finish: Blue Anodize - MIL-A-8625, Type Il /1ll, Class 2
Type: Linear Induction with internal thermal protection
Winding Insulation: Class H 180°C (355°F)

Class F 155°C (310°F)
40



