
VMag    V Shroud Field Kit 

Rivet Nut Inserter 
(Variety available on Amazon) 

Order 2 addiƟonal 1/4-20 mandrels for 
the inserter selected) 

 
Tools Required 

TURN POWER OFF 

Using a 5/32 hex wrench, remove the four 
flat head bolts from the lock assembly. 

Using a 7/16 socket or wrench, remove 
the two hex head screws underneath 
the motor house 

Remove the lock assembly and carefully lay it out of the way. 

7/16  Socket or hand wrench 
Ball peen or nail hammer 
Drill with 13/32 drill bit 
5/16 Metal punch 

 

Dead blow hammer 

Included in V Shroud Field Kit 

Shroud 

(4) 1/4-20 Hex 
Nut Inserts 

5/32 
Hex Wrench 

OVER 



Using the drill and the 13/32 drill bit, remove the flat round head 
of the four nut inserts. Once the head is spinning, stop and use 
the 5/16 punch & hammer to remove the remainder of the insert. 

Insert head removed 

PosiƟon the shroud to 
the back of the motor 
housing and verify the 
hex hole alignments.   

Some of the holes may 
not align as intended and 
will be addressed when 
installing the  inserts. 

When installing the nut inserts, 
push the shroud against the back 
of the motor housing when using 
the inserƟon tool (requires two 
people). 

Use the dead blow hammer to 
align the shroud holes with the 
motor housing holes. 

Properly installed nut insert 

Once all four inserts are installed, replace the lock assembly and verify proper operaƟon. 


